
Front Left Burner 3000 Watts

Front Right Burner 2200 Watts

Back Left Burner 3000 Watts 

Back Right Burner 3700 Watts

Broiler Element 2500 Watts

Oven Bake Element 2500 Watts

Oven Capacity 4 cu.ft.

Electrical Requirements  240 Volt, 60 Hertz, 

*(Unit must be on a non-GFI, dedicated outlet) 50 Amp, Single Phase  

Install Clearance: 0” Side Cabinet

0” Back Wall

0” Side Wall

*5 selectable cooking modes, including preheat

*4 cooktop induction zones that automatically adjust to the size of the pan

*9 heat settings on each cooktop burner

*”Power Booster” function that boils a gallon of water in less than 5 minutes!

*”Knob Lock” function (knob can be electronically locked) 

*Pan detection technology: Unit won’t start unless a pan is on unit

*Hot surface indicator light to indicate when it’s safe to touch

ROBUST SAFETY FEATURES: 

*Powerful 2500 watt top and bottom heating elements

*True convection mode with 1800 watt convection element

*Full Extension oven rack

*Heavy-duty, commercial stainless steel construction

*Easy to clean cavity

*1 Year Parts and Labor Warranty

INDUCTION COOKTOP: 

7.9” Diameter
1850 W

7.9” Diameter
1850 W

8.6” Diameter
2300 W

6.3” Diameter
1400 W

43 1/2”

29 15/16” (body)

NOTE: Chrome caps are
30 1/4” wide.

36 3/4”
24”

27 1/2”

     WEB: bigchill.com      EMAIL: sales@bigchill.com      PH: 877-842-3269

*Power cord not included with the unit. 

30” RETRO INDUCTION RANGE FEATURES AND SPECIFICATIONS


